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Product data sheet
Characteristics

189504200
Luminaire outlet for ceiling flush 2P 6A 250V
polar white

Main
Product or component
type

Luminaire outlet for ceiling

Device presentation Complete product
Provided equipment Hook
Outlet standard
description

Unearthed

Outlet poles
configuration

2P

Colour tint Polar white (NCS 0502-Y)
Quantity per set Set of 5

Complementary
Number of power socket outlets 1
Device mounting Flush
Rated current 6 A at 250 V AC
Connections - terminals Screwless terminals
Clamping connection capacity 1 x 1.5...2 x 2.5 mm² for solid cable(s)

1 x 1.5...2 x 2.5 mm² for solid stranded cable(s)
Material PC/ABS
Fixing mode By screws
Embedding depth 12 mm
Diameter 110 mm
Projecting depth 20 mm

Environment
Standards SS 4280831

SFS 5799
Product certifications SEMKO

FIMKO
IP degree of protection IP20

Packing Units
Package 1 Weight 76.000 g
Package 1 Height 11.000 mm
Package 1 width 11.000 mm
Package 1 Length 2.000 mm

Offer Sustainability
Sustainable offer status Green Premium product
REACh Regulation REACh Declaration
EU RoHS Directive Compliant EU RoHS Declaration
Mercury free Yes
RoHS exemption information Yes

http://www2.schneider-electric.com/sites/corporate/en/products-services/green-premium/green-premium.page
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfReach&pid=338860&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=338860&lang=en-us
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=338860&lang=en-us
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China RoHS Regulation China RoHS Declaration
Environmental Disclosure Product Environmental Profile

Contractual warranty
Warranty 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=exportPdfRoHsChina&pid=338860&lang=en-us
https://download.schneider-electric.com/files?p_Doc_Ref=ENVPEP111110EN

