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8585012455946 - 72 SMD 102 74 no no - - Al 9006 4,8

I1727PS01 70 6000 30000 7020 25 65 5200 1200 600 11 - -

8585012455922 - 26 SMD 102 27 no no - - Al 9006 2,4

I1267PS02 70 6000 30000 2540 25 65 1880 600 300 11 - -

8585012455915 - 20 SMD 102 21 no no - - Al 9006 1,2

I1207PS03 70 6000 30000 2000 25 65 1440 300 300 11 - -

8585012455939 - 40 SMD 102 42 no no - - Al 9006 4,8

I1407PS04 70 6000 30000 3780 25 65 2800 600 600 11 - -
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     Účel použitia:
LED svietidlo je určené na osvetlenie interiérových priestorov, 
je skvelým úsporným riešením pre osvetlenie spoločenských 
miestností, kancelárskych priestorov, chodieb, vstupných hál.
Je dostupné v stropnom a závesnom  prevedení.

Technický popis:
Teleso svietidla je vyrobené z hliníkového pro*lu. Optická časť 
je z opálového difúzora, ktorým sa zabezpečí optimálne 
rozptýlenie svetla. LED PANEL je vyrobený s použitím 
moderných LED technológií a je plošne osadený SMD LED 
čipmi.

 Technické parametre:
Napájacie napätie: 230V, 50Hz
Predradník:  elektronický
Krytie:   IP 20
Trieda ochrany:  II.

     Inštalácia a montáž:
Svietidlo je určené na inštaláciu do stropného podhľadu 
600x600mm alebo na záves. Súčastou balenia svietidla je LED 
driver, ktorý sa jednoducho pripája pomocou konektoru.

     Application:
LED light is designed to illuminate interior areas, it is a great 
saving solution for communal rooms, o4ces, corridors, entrance 
halls.  It is available for recessed or suspension mounting. 

     Technical description: 
The body is made of aluminium pro*le. Optical part is made of 
opal di7user which assures optimal light distribution.  This LED 
panel is made using modern LED technology. It is *tted with 
SMD LED chips

     Technical data:
Supply voltage:  230V, 50Hz
Control gear:  electronic
Protection degree: IP 20
Protection class:  II.

     Installation and assembly :
The *xture is designed for suspended ceiling  600x600 mm or for 
hanging.  LED driver is included in packing and it simply 
connects with connector. 
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